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BONOMI NORTH AMERICA

series S800

STAINLESS STEEL IN-LINE CHECK VALVE

High Capacity, Size 1/4”-2” 800 WOG.

+ Soft PTFE Seat for Bubble Tight Shutoff, Spring Loaded for Fast Seating Action.
+ Low Cracking Pressure 1/2 PSI.

+ Flow Profile Designed to Minimize Head Loss.

+ Perfect Seating both at High and Low Pressure, Wide Temperature Range: +10° to 450° F.
+ Corrosion Resistant-Excellent For Use On Chemicals.

+ ASTM A351-CF8M Investment Casting.

+ Connection: FNPT x FNPT.

+ 125WSP Saturated Steam.

ANSI B1.20.1 Threads.

Dual Guided Stem & Disc.

Available in a SS Foot Valve Design, item# S800FV.
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& PART NAME MATERIAL b SIZE D L cv psi Lbs
Pos PCS

1 BODY ASTM A351-CF8M 1 1/4” 1.35 2.31 3.50 800 0.42
> | sPRING 35316 1 3/8” 1.35 2.31 3.50 800 0.42
1/2” 1.35 2.31 5.20 800 0.40

3 CENTER GUIDE ASTM A351-CF8M 1
3/4” 1.81 2.87 10.00 800 0.85

4 DISC ASTM A351-CF8M 1
1”7 213 3.50 15.00 800 1.30

5 SEAT P.T.F.E 1
11/4” 2.46 4.18 24.50 800 2.50

6 GASKET P.TFE 1
11/2” 2.88 4.93 35.20 800 3.40
7 END CAP ASTM A351-CF8M 1 27 356 6.00 52.00 800 6.00
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BONOMI NORTH AMERICA

2 pc stainless steel ball valve.
» Threaded FNPT.
« Full port sizes 1/4” to 2".
+ Self adjusting stem packing.
+ Blow-out proof stem design.
+ 100% air tested under water at 80 psi.
+ Working pressure is 2000 psi (1/4” to 1”), 1500 psi (1"1/4 to 27).
+ Temperature range -30° F. to 450° F.
+ 150WSP.
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ch PART NAME MATERIAL | & SIZE OA| B | C | D|E|FH J K G H H1 H2 | W1 W2 | CV | Lbs
4
1 | BODY CF8M 1
1/4” | 045|031 (216 |1.96 | 3.93|0.59 | 10-24UNC| 0.23 | 0.20 | 0.31 | 0.38 | 087 | 050 | 112 | 8 | 0.51
2 | END CAP CFaM 1
3 | BALL S8316 1 3/8” |0.49|0.31(2.16|1.96 |3.93 | 0.59 | 10-24UNC | 023 | 020 | 031 | 0.38 | 0.87 | 050 | 1.12 | 10 | 051
4 | SEAT RT.FE. 2
5 | JOINT GASKET PTFE 1 1/2” | 059 0.37 [2.55|2.36|5.110.62 | 10-24UNC | 0.19 | 0.26 | 041 | 0.43 | 1.00 | 050 | 1.12 | 15 | 0.83
6 | THRUST WASHER P.T.F.E 1
7 | 'sTem ss316 p 3/4” |0.78|0.37|2.93|2.51|5.11 | 0.66 | 10-24UNC | 0.27 | 0.26 | 0.41 | 043 | 1.00 | 088 | 1.37 | 34 | 1.14
8 | V RING PACKING P.T.F.E. 1
17 0.98 | 0.43 [3.46 | 2.79 | 6.49 | 0.94 | 10-24UNC | 0.27 | 0.31 | 045 | 053 | 124 | 092 | 1.37 | 56 | 2.02
9 | GLAND BUSH SS304 1
10| STEMWASHER | SS304 ! 171/8 | 1.25|0.43 |4.01 |3.07 | 6.49 | 0.86 | 1/4-20UNC | 027 | 0.31 | 0.45 | 0.53 | 1.24 | 1.00 | 150 | 85 | 2.70
11| STEMNUT $5304 1
12| HANDLE $8304 1 171/2 | 1.49|0.55|4.33|3.38|7.48 | 0.88 | 1/4-20UNC| 0.27 | 0.38 | 0.47 | 0.61 | 1.38 | 1.00 | 1.50 | 125 | 4.18
13| HANDLE SLEEVE | VINYL 1
12| LOCKING DEVICE | 55304 ] 2” 1.96 | 0.55 | 4.92 | 3.74 | 7.48 | 1.02 [ 1/4-20UNC| 0.27 | 0.38 | 0.37 | 0.61 | 1.02 | 1.00 | 150 | 250 | 6.86
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BONOMI NORTH AMERICA

2 pc carbon steel ball valve.
* Threaded FNPT.
* Full port sizes 1/4” to 2”.
+ Self adjusting stem packing.
+ Blow-out proof stem design.
* 100% air tested under water at 80 psi.
+ Working pressure is 2000 psi (1/4” to 17), 1500 psi (1"1/4 to 2”).
* Temperature range -30° F. to 450° F.
+ 150WSP.
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=z
1 | BODY wcB 1
1/4” | 0.45|0.31|2.16 | 1.96 | 3.93 | 0.59 | 10-24UNC | 0.23 |0.0.19| 0.31 | 0.38 | 087 | 050 | 112 | 8 | 051
2 | END CAP WCB 1
3 | BALL AlSI 316 1 3/8” |0.49|0.31(2.16(1.96|3.93|0.59 | 10-24UNC | 0.23 | 0.19 | 0.31 | 0.38 | 087 | 050 | 1.12 | 10 | 0.51
4 | SEAT RTFE. 2
5 | JOINT GASKET PTFE 1 1/2” 059 |0.37 | 2.55 |2.36 | 5.11{0.62 | 10-24UNC | 0.19 | 0.25 | 041 | 043 | 1.00 | 050 | 1.12 | 15 | 0.83
6 | THRUST WASHER | P.T.F.E 1
7 | 'stEm AISI 316 ] 3/4” |0.78|0.37|2.93|251|5.11|0.66 | 10-24UNC | 027 | 0.25 | 041 | 043 | 1.00 | 088 | 1.37 | 34 | 1.14
8 | VRING PACKING P.T.F.E. 1
1” 0.98 | 0.43 | 3.46 | 2.79 | 6.49 | 0.94 | 10-24UNC | 0.27 | 0.31 | 045 | 053 | 1.24 | 092 | 1.37 | 56 | 2.02
9 | GLAND BUSH STEEL 1
10| STEMWASHER | STEEL ! 171/4 125043 | 4.01|3.07 |6.49|0.86 | 1/4-20UNC| 027 | 0.31 | 0.45 | 053 | 1.24 | 1.00 | 150 | 85 | 2.70
11| STEM NUT STEEL 1
12| HANDLE STEEL 1 171/2  |1.49 | 0.55|4.33|3.38 | 7.48| 0.88 | 1/4-20UNC| 0.27 | 0.38 | 0.47 | 0.61 | 1.38 | 1.00 | 1.50 | 125 | 4.18
13| HANDLE SLEEVE | VINYL 1
12| LOCKING DEVICE | 55304 ] 2” 1.96 | 0.55 | 4.92 | 3.74 | 7.48 | 1.02 | 1/4-20UNC| 0.27 | 0.38 | 0.37 | 0.61 | 1.02 | 1.00 | 1.50 | 250 | 6.86
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BONOMI NORTH AMERICA

series 3000 - 3100

CARBON STEEL STAINLESS STEEL

Direct Mount 2-Way 2-Piece ball valve.

* Full port sizes 1/4” to 171/2, 2” reduced port.
+ Pressure rating 3000 psi (100°F)

* Temperature -20°F to 185°F.

+ Blow out proof stem/anti-static design.

+ ISO 5211 mounting pad.

+ Viton stem O-ring/HNBR optional.

* Nace MR-0175.

+ Tested to 4500 PSI.
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; PART NAME MATERIAL ; SIZE DA B © D E F G H Hn | In J Cv |in/Lbs| Lbs
1 | BODY CF8M/WCB 1 FO3 Fo4
2 e orr CraVIVICE 1 147 | 038 | 295 | 231 | 630 | 102 | 161 | 031 | 00| 022 | od 022 | 085 | 53 | 101 | 14
3 | BALL CF8M 1
4 | ANTI-STATIC STEM | SS316 1 3/8” 0.38 | 295 | 2.31 6.30 | 1.02 | 1.61 0.31 1F22” 0.22 1Fgg” 0.22 | 0.35 8 104 1.4
5 | BALL SEAT DELRIN 2
6 | BODY SEAL PTFE 1 1727 | 050 | 295 | 231 | 630 | 1.28 | 161 | 0.31 fgg,, 0.22 fgg,, 022|035 | 19 | 130 | 15
7 | THRUST WASHER | P.T.F.E 1 ) )
8 | STEMPACKING | PTFE ! 34> | 069 | 319 | 260 | 630 | 151 | 172 | 031 fgg, 0.22 1Fg4,, 022 | 035 | 35 | 156 | 20
8a| O-RING VITON 1 : 65
9 | THRUST WASHER 50%8SS - 50% P.T.F.E 1 Fo4 FO5
o TSTEMNUT sso0 1 1 087 | 358 | 302 | 630 | 186 | 211 | 039 | [of | 028 | [0 | 024 | 043 | 50 | 208 | o
11| LOCK SADDLE SS304 1 Foa F
12| HANDLE 55304 ] 1714 | 114 | 433 | 319 | 630 | 232 | 232 | 0.39 125,, 0.28 135’,, 024 | 043 | 110 | 300 | 48
13| STOP BOLT SS304 1
14| STOP NUT 55304 1 171/2 | 137 | 476 | 384 | 827 | 296 | 296 | 0.51 1':8?,, 0.36 2':%,, 028 | 0.55 | 180 | 468 | 8.1
15| STOP WASHER 55304 1 ) )
16| HANDLEBOLD | SS304 ! 2 137 | 571 | 414 | 827 | 296 | 2.96 | 051 1’:03,, 0.36 2':%,, 028 | 055 | 210 | 468 | 105
17 | HANDLE SLEEVE VINYL 1 9 .

* Varies with size
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BONOMI NORTH AMERICA

series 2200 SRL

STAINLESS STEEL BALL VALVE

Deadman spring return lever 2 way 2 piece ball valve.
* Full port sizes 1/4” to 2”.

+ CF8M type 316 investment cast body.

* Temperature range -40° F to 450° F.

+ Working pressure to 1000 psi 1/4” - 2”

* Live loaded high cycle stem packing.

+ Blow-out proof stem.

+ Adjustable spring return lever.

* Anti-static design.
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1 | BODY CF8M "
> Teno cap oFom 1/ 0.45 6.30 1.52 1.46 2.31 2.56 FO3/F04 8 1000 1.80
3 | BALL SS316
2 | sEAT PTFE 3/8” 0.49 6.30 1.52 1.46 231 256 FO3/F04 10 1000 1.80
5 | JOINT GASKET P.T.F.E.
6 | STEM SEAL RTFE. 127 0.59 6.30 1.52 1.46 2.31 2.56 FO3/F04 15 1000 1.70
7 | STEM SS316
8 | STEM PACKING PTFE. 34" 0.79 6.30 1.82 1.69 2.60 2.94 FO3/F04 34 1000 2.00
9 | GLAND SS304
10 | LOCK SADDLE 55304 1” 0.98 6.30 2.23 2.05 3.02 3.47 F04/F05 56 1000 2.80
11 | STEM NUT SS304
12 | HANDLE 58304 171/4 126 6.30 240 248 319 402 FO4/F05 85 1000 3.80
13 | HALDLE SLEEVE VINIYL
14 | STEM WASHER SS304 .
15 [ BELLEVILLE washER | ss301 1"1/2 1.50 8.27 3.05 2.87 3.84 4.33 FOS/FO7 125 1000 6.60

25% GLASS FIBER
16 | STEM PACKING

FILLED+P.T.F.E 27 1.97 8.27 3.35 3.54 414 492 FO5/F07 250 1000 8.80
17| O-RING VITON

Bonomil pe>——————
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BONOMI NORTH AMERICA

series 380S - 380SM
316 stainless steel ball valve - Mini series, standard port from 1/4” to 1/2”.
« Presure rating 800 psi WOG.
» Temperature to 350°F.
+ Stem O-ring viton, seal P.T.F.E
+ P.T.F.E. seats.
« Stainless steel body, ball and stem.
+ Wedge Lever handle.
380S: FEMALE-FEMALE
380SM: MALE-FEMALE
__R
CH
/1 )
-
\ 5
L
CONNECTION: ANSI B 1.20.1
R
CH |
il i
-
[ |\ 2
b 1
pz4
- L m CONNECTION: ANSI B 1.20.1
N N . | Lbs Lbs
Pos PART NAME MATERIAL PCS SIZE oP CH | h L R CV | psi 380S | 380SM
1 | BODY AISI 316 1
2 | RETAINING BUSH AISI 316 1 1/4” | 031 | 082 | 039 | 1.16 | 1.69 | 0.80 | 5.00 | 450 | 0.42 | 0.36
3 |BALL AISI 316 1
4 | BALL SEAT PTFE 1
5 | BALL SEAT PTFE 1
6 | O-RING VITON ] 3/8 0.31 0.82 0.40 1.16 | 1.69 | 0.80 | 3.13 | 450 | 0.37 | 0.35
7 | SCREW $5304 1
8 | O-RING VITON 1
9 |STEM AlSI316 1 1/2” 0.39 0.98 0.53 124 | 216 | 0.80 | 6.26 | 450 | 0.37 | 0.35
10 | HANDLE ABS 1
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BONOMI NORTH AMERICA

SERIES 6 10LL wce-FnpT - 710LL  cF8M-FNPT
SERIES 61 1LL wee-sw - 711LL crem-sw
SERIES 612LL wee-ew - 712LL crsm-Bw

Direct mount 3-piece ball valve, with locking lever.

For general industrial and chemical applications.

+ Full port sizes 1/4” to 4”.

+ Pressure rating 1/4” to 2” 1000 PSI. 2"1/2 to 4” 800 PSI

+ Temperature to -60° F + 440° F.

+ Blow out proof stem, adjustable multy-layer V-ring stem packaging.
+ P.T.F.E. seats, packing and thrust washer.

+ 4 bolt actuator mounting pad.

+ Dual position locking lever.

+ 150WSP saturated steam.
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; PART NAME MATERIAL ; SIZE A B C D E
1| BODY WCB/CFEM ! 147 0.46 223 0.73 213 402 0.20 8 0.77
2 | END CAP WCB/CF8M 2
3 | BALL 55316 1 3/8” 0.50 2.23 0.73 213 4.02 0.20 10 0.77
4 | SEAT TFM1600 2
5 | JOIN GASKET PTEE ) 1/2 0.59 2.59 0.93 252 5.20 0.26 15 1.23
6 | STEM SEAL PTFE 1 3/4” 0.79 3.00 1.10 264 5.20 0.26 34 1,65
7 | STEM 55316 1
8 | STEM PACKING PTFE . 17 0.98 3.39 1.34 2.95 6.58 0.32 56 2.29
9 | GLAND NUT SS304 1
10| STEM WASHER - ; 171/4 1.26 4.05 1.67 3.15 6.58 0.32 85 3.84
11| STEMNUT 5304 1 171/2 1.50 4.70 2.09 3.54 7.56 0.38 125 5.31
12| HANDLE 58304 1
13 | HANDLE SLEEVE VINILY 1 2” 1.97 517 2.54 3.86 7.56 0.38 250 8.07
14| LOCKING DEVICE | 55304 1

2”1/2 2.56 6.46 3.43 5.39 9.92 0.47 320 15.65
15| BOLT 58304 .
16| BOLT NUT SS304 3” 3.15 7.19 3.90 5.79 9.92 0.47 580 23.15
17 | BLOT WASHER SS304
18 | HANDLE WASHER | 55304 ; 4 3.94 9.28 5.00 6.89 11.10 0.59 1020 4578

* Varies with size
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BONOMI NORTH AMERICA

SERIES 620LL wca-FnpT - 720LL CF8M-FNPT
SERIES 62 1LL wce-sw - 721LL crem-sw
SERIES 622LL wee-Bw - 722LL cFsm-Bw

Direct mount 3-piece valve, with locking lever.

« Full port sizes 1/4” to 4”.

+ Direct mount 1ISO5211/DIN3337 for automation.

+ Pressure rating 1/4” to 2” 1000 PSI. 2"1/2 to 4” 800 PSI

+ Temperature to -60°F to +440° F.

+ Blow out proof stem, multi-layer V-Ring adjustable stem packing.

* Multi-direction square drive locking lever.

+ Dual mounting hole patterns.

+ 150 WSP saturated stem. NEW
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; PART NAME MATERIAL | SIZE OA| B|C| D |QE|QF |[@G|OH | | J | K| L |M|ON|QO|Sin T Cv | Lbs 5211
=z

1 | BODY CF8M/WCB 1
2 | END CAP CFBM/WCB > 1/4” | 0.46 [1.66|0.25| 5.47 |0.24| 0.24 |1.42| 1.65 | 3.03 | 0.920.93|0.98 |2.51| 1.81|0.34|0.35| 9 | 8 | 55 | F03/F04
3 | BALL SS316 1
4 | SEAT TFM1600 2 3/8” | 0.50 |1.66|0.25| 5.47 |0.24 0.24 [1.42| 1.65 | 3.03 | 0.92(0.93| 0.98 [2.51|1.81|0.34[0.35| 9 | 10 | 55 | FO3/F04
5 | JOIN GASKET P.TFE 2
6 | STEM SEAL RTFE 1 12" |0.59|1.66|0.25| 5.47 |0.24| 0.24 |1.42| 1.65 | 3.03 | 0.920.93|0.98 |2.59| 1.81|0.34 |0.35| 9 | 15 | 55 | FO3/F04
7 | STEM SS316 1
8 | STEM PACKING P.T.F.E 1
9 | STEM PACKING 2% PTFE | * 3/4” |0.79(1.89|0.27|5.47 |0.24| 0.24 |1.42|1.65 | 3.27 | 1.00 |1.10| 0.98 |3.00| 2.05 | 0.34 [0.35 | 9 | 34 | 69 | FO3/F04
10| GLAND $S304 1
11| BELLEVILLE WASHER $S304 2 1” 0.98|2.23/0.44 6.45 [0.24| 0.28 [1.65|1.97 | 3.78 | 1.11 [1.34| 1.18 [3.39| 2.36 | 0.34 | 0.43 | 11 | 56 | 127 | FO04/F05
12| LOCK SADDLE $S304 1
13| STEM NUT SS304 2 »
14T STEMWASHER Ssa04 : 171/4 | 1.26(2.34(0.44|6.45 |0.24| 0.28 |1.65|1.97 | 3.94 | 1.36 |1.67| 1.18 |4.05| 2.89 | 0.43 [ 0.43 | 11 | 85 | 173 | F04/F05
15| HANDLE SS304 1
16| LOCKING DEVICE | 55304 1 171/2 | 1.50(3.05/0.56| 8.47 |0.30| 0.35 |1.97|2.76 | 5.00 | 1.55 |2.10| 1.38 |4.70| 3.37 | 0.47 | 0.55 | 14 | 125 | 243 | F05/F07
17| HANDLE SLEEVE | VINYL 1
18| BOLT 55304 * 2” 1.97 |3.35|0.56| 8.47 {0.30| 0.35 [1.97| 2.76 | 5.28 | 1.86 |2.54| 1.38 |5.17| 4.09 | 0.52 | 0.55 | 14 | 250 | 346 | FO05/F07
19| BOLT NUT $S304 *
20 | BLOT WASHER SS304 * 2
21 STOPPIN 55304 3 271/2 | 2.56 |4.28/0.67|11.81/0.39| 0.47 |2.76| 4.02 | 6.58 | 2.30 |3.43| 2.17 |6.46|5.12 | 0.60 | 0.67 | 17 | 320 | 518 | FO7/F010
22 | PIN NUT SS304 1
23| O-RING VITON 1 3” 3.15|4.63|0.67(14.57|0.39| 0.47 [2.76| 4.02 | 6.93 | 2.72 [3.90| 2.17 |7.19| 6.12 | 0.68 | 0.67 | 17 | 580 | 806 | FO7/F010
24| WASHER $S304 1
25 | ANTI-STATIC DEVICE | $5316 1 47 3.94 |5.22|0.67(14.57|0.39| 0.47 [2.76| 4.02 | 7.56 | 3.76 |5.00| 2.17 |9.28| 7.40 | 0.68 | 0.67 | 17 [1020|1094| F07/F010
26| SPRING SS316 1

* Varies with size
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BONOMI NORTH AMERICA

SERIES 955N (T) - 965N (L) © stanparo porr
SERIES 956N (T) - 966N (L) © ruwporr

DIRECT MOUNT 3 WAY BALL VALVE

Direct mount stainless steel CF8M three way ball valve with ISO 5211 pad, full and
reduced port in sizes 1/2” to 2.

+ Self adjusting stem packing.
* Blow-out proof stem design.

+ 100% air tested under water at 80 psi.
+ Working pressure is 1000 psi (1/4” to 17), 800 psi (“1/4 to 27).

+ Temperature range -20° F to 450° F.

+ 1SO 5211 mounting pad.

P """ PORT "T" PORT
T
) 20
1 DIGKOXC 5 DIGEOXE S
w 23 1
<
9
(9]
FULL |[STANDARD ) Lbs Lbs
PART NAME MATERIAL g A| B | C |@d1|@d2| E |OF |@G| H | K | L | Port si |ISO5211
s PORT PORT p 955-965 | 956-066
1 | END CAP A351 CF8M 3
2 | GASKET PTFE 3 1/4” - 145 (040 | 5.11|0.23 | 0.23 | 2.44 | 1.41|1.65 | 0.35 | 1.41 | 2.83 | 0.43 | 1000 | FO3/F04 1.41
3 | BODY A351 CF8M 1
4 | BALL 55316 1
5 |SEATS RTFE y 3/8 1/2 145 0.40|5.11|0.23|0.23 | 2.44 | 1.41|1.65| 035 | 1.41 | 2.83 | 0.47 | 1000 | FO3/F04 1.41
6 | STEM 55316 1
7 | STEM SEAL RPTFE 1 1/2” 3/4”  |1.65|045|5.11|0.23 | 0.23 | 251 |1.41|1.65|0.35 | 1.63|3.26 | 0.59 | 1000 | FO3/F04 | 1.41 1.87
8 | O-RING VITON 1
9 | STEMPACKING | PTFE 1
10 | GLAND 5304 1 3/4” 17 1.90 | 0.59 | 6.49 | 0.23 | 0.27 | 3.22 | 1.65 | 1.96 | 0.43 | 1.94 | 3.89 | 0.78 | 1000 | FO4/F05 | 1.87 | 3.21
11 | DISK WASHER 55301 2
12 | STEMNUT 55304 1
13 | NUT STOP 55304 1 17 171/4 |28 |0.55|6.49| 023|027 | 350 [ 1.65 | 1.96 | 0.43 | 2.20 | 440 | 0.98 | 1000 | FO4/F05 | 3.21 4.80
14 | SPACE WASHER | 55304 1
15 | PLATE STOP 55304 1 . Y
16 THANDLE NUT 5304 ] 171/4 171/2 | 248|064 |8.07| 027|036 |3.85|1.96|275 | 055|246 |492| 125 | 800 | FO5/F07 | 480 | 7.23
17 | HANDLE 55304 1
18 | HANDLE SLEEVE | VINYL 1 171/2 27 2.88|0.62|8.07(0.27|0.36 | 4.25|1.96 | 2.75 | 0.55 | 2.93 | 5.86 | 1.49 | 800 | FO5/F07 | 7.23 | 11.55
19 | STOPPER 55304 1
20 | PINNUT 55304 1
21 | INSERT PIN 55316 1 27 - 3.63 | 0.88 [12.79] 0.36 | 0.44 | 551 | 2.75 | 4.01 | 0.66 | 3.42 | 6.85 | 1.96 | 800 | FO7/F10 | 11.55 | 20.89
22 | ANTISTATIC DEVICE| 55316 1

BONOMI
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BONOMI NORTH AMERICA

series 1300
STAINLESS STEEL

2 way 3 piece stainless steel standard port instrument valve.
« Standard port sizes 1/4” to 3/4”.

+ Working pressure to 2000 PSI

+ Temperature range -40° F to 450° F.

+ High performance adjustable packing.

+ ISO 5211 mounting pad.

+ Extremely high cycle life.

+ Compression ends with heat treated ferrules.

NEW

12 4) (1) (7 13) (9 5)(6
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ch PART NAME MATERIAL ; SIZE OA B C D E F ISO 5211 Cv in/Lbs Lbs
1 | BODY CF8M 1
2 | END CAP CF8M 2
s | BALL ssa16 ] 1/ 0.18 0.26 3.74 0.35 0.35 1.60 FO3/F04 5.3 46 0.8
4 | STEM $S316 1
5 | PACKING P.T.F.E 2
6 | SEAT TFM1600 2
7 | STEM SEAL PTFE 1 3/8” 0.25 0.38 3.79 0.35 0.35 1.60 FO3/F04 8 46 0.9

:
8 | V-RING PACKING P.T.F.E |seT|
9 | BUSHING 50%SS-50%P.T.F.E | 1
10| O-RING VITON 1
11 | STEMNUT §5304 1 1/2” 0.37 0.51 4.02 0.35 0.35 1.60 FO3/F04 19 46 0.9
12| GLAND $S304 1
13 | BELLEVILLE WASHER | SS304 2
14| BOLT $S304 4
15| WASHER 58304 4 3/4” 063 | 075 | 402 | 035 | 035 | 160 FO3/F04 35 58 12
16 | BOLT NUT $S304 4
17 | LOCK SADDLE SS304 1
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BONOMI NORTH AMERICA

series 500N - 5008

NYLON 11 COATED DISC CF8M SS DISC

Direct Mount Cartidge-Style ANSI 150 Butterfly valves.
+ Epoxy coated cast iron wafer body.

+ Full port sizes 1 1/2" to 12”.

+ ISO 5211 direct mounting flange.

+ EPDM resilient seat -30 to 250 F.

+ AP1609 Face to face flange.

+ Floating dual shaft disc design.

+ MSS SP 67 Compliant.

+ No pins in disc prevent potential leak points.

DIAGONAL SQUARE HEAD
%] (92}
oC UPPER FLANGE DISC WAFER| WT. | SEATTORQUE | CV (GPM@ 1PSI)
& | PARTNAME | MATERIAL |&| |SIZE |, /Bl A | B| L |@D|E :
= z SO @do | @K |z@d| @g | F | @D1|N®-DH | LbS | 100 psi | 200psi 50% 0P| 100% 0P
1 | BoDY CAST IRON 1 171/2 | FO5 |9mm | 571 | 2.97 | 1.61 | 1.67 | 0.47 | 0.50 | 3.03 |4-0.28| 1.38 | 0.12 | 474 | 4075 | 50 | 111 | 133 | 35 108
A126 Gr, B
2” | FO5 |9mm| 6.34 | 315 | 1.65 | 2.07 | 0.47 | 0.50 | 3.03 |4-0.28 1.38 | 0.12 | 474 | 4-075 | 55 | 126 | 146 | 45 | 135
2 | SEAT EPDM (-30 to 250F) | 1
2”1/2| FO5 |9mm | 6.89 | 350 | 1.76 | 254 | 0.47 | 0.50 | 3.03 |4-0.28| 1.38 | 0.12 | 549 [ 4-0.75 | 7.1 | 134 | 167 | 65 | 220
3 | LOWER SHAFT | SS416 1
3” | FO5 [9mm| 7.13 | 374 | 1.78 | 3.10 | 0.47 | 050 | 3.03 |4-0.28| 1.38 | 0.12 | 6.00 | 40.75 | 84 | 205 | 223 | 70 | 300
DISC 500N NYLON-11 DI
4 TDsc 5008 CFBM SS ! 4” | FO7 [11mm| 7.87 | 449 | 2.05 | 409 | 0.63 | 0.62 | 3.54 |4-0.35| 2.7 | 0.12 | 7.50 | 4-0.75 | 10.8 | 339 | 386 | 140 | 605
5 | UPPERSHAFT | SS416 1 5” | FO7 [14mm| 834 | 500 | 214 | 485 | 0.75 | 0.75 | 3.54 (4-0.35| 2.17 | 0.12 | 850 | 4-0.87 | 154 | 523 | 602 | 235 | 1010
6” | FO7 [14mm| 890 | 547 | 220 | 613 | 0.75 | 0.75 | 3.54 |4-0.35| 2.7 | 0.12 | 9.50 | 4-0.87 | 17.2 | 677 | 996 | 360 | 1620
6 |LOCATINGPIN | CARBON STEEL | 1
8” | F10 [17mm|10.24 | 6.89 | 2.34 | 7.97 | 0.75 | 0.87 | 492 |4-0.47| 276 | 0.14 |11.75| 4-0.87 | 29.1 | 1205 | 1864 | 715 | 3205
7 | BUSHING P.T.FE. 1
10” | F10 [22mm| 11,50 | 7.99 | 2.58 | 9.86 | 0.94 | 1.12 | 492 |4-0.47| 276 | 1.40 |14.25|4-1.00 | 422 | 1890 | 3140 | 1225 | 5305
8 | O-RING EPDM 1 12" | F10 |22mm| 1327 | 9.53 | 3.03 | 11.87| 0.94 | 124 | 551 |4-047| 2.76 | 1.40 |17.00| 4-1.00 | 71.5 | 2808 | 4767 | 1900 | 8250
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BONOMI NORTH AMERICA

series SOTN - 5018

NYLON 11 COATED DISC CF8M SS DISC

Direct Mount Cartidge-Style ANSI 150 Butterfly valves.
* Epoxy coated ductile iron lug body.

* Full port sizes 1 1/2" to 12”.

+ ISO 5211 direct mounting flange.

+ EPDM resilient seat -30 to 250 F.

+ API609 Face to face flange.

* Floating dual shaft disc design.

+ MSS SP 67 Compliant.

+ No pins in disc prevent potential leak points.

DIAGONAL SQUARE HEAD
3 aC UPPER FLANGE DISC| LUG WT. | SEATTORQUE |CV (GPM@ 1PS)
PART NAME | MATERIAL |&| |SIZE Bl A | B| L |@D|E -
z ISO @do | OK |z0d| @g | F | @D1 N°>-TH(UNC) Lbs | 100psi | 200psi |50% OP 100% OP
1 | BODY DUCTILE IRON 1 1”1/2| FO5 |9mm| 571 | 2.97 | 1.61 | 1.67 | 0.47 | 0.50 | 3.03 [4-0.28| 1.38 | 0.12 | 474 | 4-5/8™-11 | 7.9 | 111 | 1383 | 35 | 108
A536 Gr. 65-45-12

2” | FO5 [9mm| 634 | 3.15 | 1.65 | 2.07 | 0.47 | 050 | 3.03 |4-0.28| 1.38 | 0.12 | 4.74 | 4-5/8"11 | 84 | 126 | 146 | 45 | 135

2 | SEAT EPDM (-30 to 250F) | 1
271/2| FO5 |9mm | 6.89 | 350 | 1.76 | 254 | 0.47 | 050 | 3.03 |4-0.28 1.38 | 0.12 | 549 | 4-5/811 | 93 | 134 | 167 | 65 | 220

3 | LOWERSHAFT | SS416 1
3” | FO5 [9mm| 7.13 | 374 | 1.78 | 3.10 | 0.47 | 0.50 | 3.03 |4-0.28| 1.38 | 0.12 | 6.00 | 4-5/8™-11 | 10.4 | 205 | 223 | 70 | 300

DISC 501N NYLON-11 DI

* o501 CFaM SS 1 4” | FO7 [11mm| 7.87 | 4.49 | 2.05 | 4.09 | 0.63 | 0.62 | 3.54 |4-0.35| 217 | 0.12 | 7.50 | 8-5/8>-11 | 19.8 | 339 | 386 | 140 | 605
5 | UPPERSHAFT | SS416 1 57 | FO7 [14mm| 834 | 500 | 214 | 485 | 0.75 | 0.75 | 3.54 |4-0.35| 2.17 | 0.12 | 8.50 | 8-3/4™10 | 24 | 523 | 602 | 235 | 1010
6” | FO7 [14mm| 8.90 | 5.47 | 2.20 | 6.13 | 0.75 | 0.75 | 3.54 |4-0.35| 217 | 0.12 | 9.50 | 8-3/4>-10 | 31.3 | 677 | 996 | 360 | 1620

6 | LOCATINGPIN | CARBON STEEL | 1
8” | F10 [17mm|10.24 | 6.89 | 2.34 | 7.97 | 0.75 | 0.87 | 4.92 |4-0.47| 2.76 | 0.14 | 11.75 | 8-3/4-10 | 40.1 | 1205 | 1864 | 715 | 3205

7 | BUSHING PTFE. 1
10” | F10 [22mm|11.50 | 7.99 | 258 | 9.86 | 0.94 | 1.12 | 4.92 |4-0.47| 2.76 | 1.40 | 14.25 | 12-7/8"9 | 59.1 | 1890 | 3140 | 1225 | 5305
8 | ORING EPDM 1 127 | F10 |22mm| 13.27 | 953 | 3.03 |11.87 | 0.94 | 1.24 | 551 |4-0.47| 2.76 | 1.40 [17.00 | 12-7/8™9 | 88.2 | 2808 | 4767 | 1900 | 8250
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BONOMI NORTH AMERICA

-
; series LSOON - L500S
NYLON 11 COATED DISC CF8M SS DISC
Manually operated Butterfly valves.
+ Epoxy coated cast iron wafer body.
+ Full port sizes 1" 1/2t0 12”.
+ EPDM resilient seat -30 to 250 F.
+ AP1609 Face to face flange.
+ Floating dual shaft disc design.
+ 10 position stop.
+ MSS SP 67 Compliant.
+ No pins in disc prevent potential leak points.
@g
w
|
| 6
|
Odo 5
‘
N
@ 4
3
2
DIAGONAL SQUARE HEAD
I 1
|
L
%] [2]
oC UPPER FLANGE | DISC WAFER| WT. | SEATTORQUE |CV (GPM@ 1PSI)
< | PARTNAME | MATERIAL |&| |SIZE | JZB A | B|L|@D|E|H| R |@do S
z z SO OK | Z-d | @g | F | @D1 [N°-DH | Lbs | 100 psi | 200 psi |50% OP 100% OP
1 | BODY CAST IRON 1| [171/2] Fos |9mm | 5.71|2.97 | 1.61 | 1.67 | 0.47 |12.95/10.63| 0.50 | 3.03 |4-0.28| 1.38 | 0.12 | 4.74 | 4-0.75 | 50 | 111 | 133 | 35 | 108
5 | SEAT EPDM (30F to 250F)| 1 2” | FO5 |9mm | 6.34 | 3.15| 1.65 | 2.07 | 0.47 [13.94|10.63| 0.50 | 3.03 [4-0.28| 1.38 | 0.12 | 474 | 4-0.75 | 55 | 126 | 146 | 45 | 135
o | LowERsHAFT | 55416 4| |27172| Fos | 9mm | 6.89 350 | 1.76 | 254 | 0.47 |15.04|1063| 050 | 3.03 |4-0.28| 1.38 | 0.12 | 549 | 4-0.75 | 7.1 | 134 | 167 | 65 | 220
DISC 500N IRON NYLON 11 3" | F05 |9mm|7.13|3.74 | 1.78 |3.10 | 0.47 |15.51|10.63| 0.50 | 3.03 |4-0.28| 1.38 | 0.12 | 6.00 | 4-0.75 | 84 | 205 | 223 | 70 | 300
4
DISC 500S STAINLESS STEEL
4” | FO7 |11 mm| 7.87 | 449 | 2.05|4.09 | 0.63 | 17 [10.63/0.62 | 3.54 |4-0.35| 217 | 0.12 | 7.50 | 4-0.75 | 10.8 | 339 | 386 | 140 | 605
5 | UPPER SHAFT SS 416 1
5” | FO7 [14mm| 8.34 | 5.00 | 2.14 | 4.85|0.75 17.94|10.63| 0.75 | 3.54 |4-0.35| 2.17 | 0.12 | 850 | 4-0.87 | 154 | 523 | 602 | 235 | 1010
6 | LOCATING PIN CARBON STEEL 1
6” | FO7 [14mm| 8.90 | 5.47 | 2.20 | 6.13 | 0.75 |19.06|10.63| 0.75 | 3.54 |4-0.35| 2.17 | 0.12 | 950 | 4-0.87 | 17.2 | 677 | 996 | 360 | 1620
7 | BUSHING P.T.FE. 1
8” | F10 [17mm|10.24| 6.89 | 2.34 | 7.97 | 0.75 |22.25|14.17| 0.87 | 4.92 |4-0.47| 2.76 | 0.14 | 11.75| 4-0.87 | 29.1 | 1205 | 1864 | 715 | 3205
8 | O-RING EPDM 1
10” | F10 [22mm|11.50| 7.99 | 2.58 | 9.86 | 0.94 |24.77|19.68| 1.12 | 4.92 |4-0.47| 2.76 | 1.40 | 14.25 | 4-1.00 | 42.2 | 1890 | 3140 | 1225 | 5305
EPOXY-COATED
9 | LEVER CARBON STEEL 1 12”7 | F10 |22 mm|13.27| 9.53 | 3.03 [11.87| 0.94 [28.31|19.68 1.24 | 5.51 |4-0.47| 2.76 | 1.40 | 17.00 | 4-1.00 | 715 | 2808 | 4767 | 1900 | 8250
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BONOMI NORTH AMERICA

series LSOTN - L501S

NYLON 11 COATED DISC CF8M SS DISC

Manually operated Butterfly valves.

* Epoxy coated ductile iron lug body.

* Full port sizes 1" 1/2 to 12”.

+ EPDM resilient seat -30 to 250 F.

+ AP1609 Face to face flange.

+ Floating dual shaft disc design.

+ 10 position stop.

+ MSS SP 67 Compliant.

* No pins in disc prevent potential leak points.
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DIAGONAL SQUARE HEAD
| 1 o L
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@cC UPPER FLANGE |DISC| LUG | WT. | SEATTORQUE |CV (GPM@ 1PS)
< | PARTNAME | MATERIAL | 2| |SIZE | JZB A|B|L|@ E|H|R |Qdo »
= z SO OK | Zd | @g | F |@D1 | N-TH | Lbs |100psi| 200psi |50% OP 100% OP)
1 | BODY DUCTILE IRON 1 171/2| FO5 | 9mm | 5.71 [ 2.97 | 1.61 | 1.67 | 0.47 [12.9510.63| 0.50 | 3.03 |4-0.28| 1.38 | 0.12 | 4.74 |4-5/8"11| 7.9 | 111 | 133 35 108
2 | SEAT EPDM (30F to 250F)| 1 2” | FO5 | 9mm | 6.34 | 3.15 | 1.65 | 2.07 | 0.47 |13.94|10.63| 0.50 | 3.03 |4-0.28| 1.38 | 0.12 | 474 |4-5/-11| 84 | 126 | 146 | 45 | 135
3 | LOWER SHAFT SS 416 9 2”1/2| FO5 | 9mm | 6.89 | 3.50 | 1.76 | 2.54 | 0.47 |15.04/10.63| 0.50 | 3.03 |4-0.28| 1.38 | 0.12 | 5.49 |4-5/8"-11| 9.3 | 134 | 167 65 220
DISC 500N IRON NYLON 11 3” |F05|9mm |7.13|3.74 | 1.78 | 3.10 | 0.47 |15.51|10.63| 0.50 | 3.03 |4-0.28| 1.38 | 0.12 | 6.00 |4-5/8"-11| 10.4 | 205 | 223 70 300
4
DISC 5008 STAINLESS STEEL
4” | FO7 |11 mm|7.87 | 4.49 | 2.05|4.09 | 0.63 | 17 |10.63| 0.62 | 3.54 |4-0.35| 2.17 | 0.12 | 7.50 |8-5/8"-11| 19.8 | 339 | 386 | 140 | 605
5 | UPPER SHAFT SS 416 1
5” | FO7 |14 mm|8.34 | 5.00 | 2.14 | 4.85 | 0.75 |17.94/10.63| 0.75 | 3.54 |4-0.35| 2.17 | 0.12 | 8.50 |8-3/4™-10| 24 | 523 | 602 | 235 | 1010
6 | LOCATING PIN CARBON STEEL 1
6” | FO7 |[14mm|8.90 | 5.47 | 2.20 | 6.13 | 0.75 {19.06|10.63| 0.75 | 3.54 [4-0.35| 2.17 | 0.12 | 9.50 |8-3/4"-10| 31.3 | 677 | 996 | 360 | 1620
7 | BUSHING P.TFE. 1
8” | F10 |[177mm|10.24| 6.89 | 2.34 | 7.97 | 0.75 |22.25{14.17| 0.87 | 4.92 |4-0.47| 2.76 | 0.14 | 11.75 |8-3/4"-10| 40.1 | 1205 | 1864 | 715 | 3205
8 | O-RING EPDM 1
10” | F10 |22 mm|11.50| 7.99 | 2.58 | 9.86 | 0.94 |24.77|19.68| 1.12 | 4.92 |4-0.47| 2.76 | 1.40 | 14.25 [12-7/8"-9| 59.1 | 1890 | 3140 | 1225 | 5305
EPOXY-COATED
9 | LEVER CARBON STEEL 1 12” | F10 |22 mm|13.27| 9.53 | 3.03 |11.87| 0.94 |28.31|19.68| 1.24 | 5.51 |4-0.47| 2.76 | 1.40 | 17.00 [12-7/8"-9| 88.2 | 2808 | 4767 | 1900 | 8250
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BONOMI NORTH AMERICA

series G500N - G500S

NYLON 11 COATED DISC CF8M SS DISC

Gear operated Butterfly valves.

+ Epoxy coated cast iron wafer body.
+ Full port sizes 1" 1/2t0 12”.

+ Direct mount 1ISO 5211

+ EPDM resilient seat -30 to 250 F.

+ Low turn ratio.

+ API609 Face to face flange.

+ Floating dual shaft disc design.

+ IP54 enclusure.

+ MSS SP 67 Compliant.

+ No pins in disc prevent potential leak points.

M N
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d
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sy <<
o
DIAGONAL SQUARE HEAD
0 (9]
oC UPPER FLANGE |DISC WAFER| WT. | SEAT TORQUE | CV (GPM@ 1PSI)
< | PART NAME | MATERIAL |&| |SIZE 1SO JZB A B L H M | N |@do .
= z OK |Z-@d | @g | F | @D1 |N°-DH| Lbs |00 psi| 200psi | 50% 0P | 100% OP
1 | BODY CAST IRON 1| [171/2| Fos | 9mm| 7.24 | 2.97 | 1.61 | 13.12 | 475 |6.00| 0.50 | 3.03 | 4-0.28 | 1.38 |0.12| 4.74 | 40.75 | 16.3 | 111 | 133 | 35 | 108
o | seaT EPDM (30F to 250F) | 1 2” | FO5 |9mm| 7.60 | 3.15 | 1.65 | 13.93 | 475 |6.00| 0.50 | 3.03 |4-0.28 | 1.38 |0.12| 4.74 | 4-0.75 | 17 | 126 | 146 | 45 | 135
3 | LOWERSHAFT | s8416 1| |271/2| Fos | 9mm| 815 | 350 | 1.76 | 14.83 | 475 |6.00| 050 | 3.03 |4-0.28| 1.38 |0.12| 549 | 4-075 | 186 | 134 | 167 | 65 | 220
DISC G500N IRON NYLON 11 3” | FO5|9mm| 838 | 3.74 | 1.78 | 1531 | 475 |6.00| 0.50 | 3.03 | 4-0.28 | 1.38 |0.12| 6.00 | 4-0.75 | 19.9 | 205 | 223 | 70 | 300
4
DISC G500S STAINLESS STEEL
4” | Fo7 [11mm| 913 | 4.49 | 2.05 | 16.8 | 4.75 [6.00|0.62 | 3.54 |4-0.35| 2.17 |0.12| 7.50 | 4-0.75 | 22.3 | 339 | 386 | 140 | 605
5 | UPPER SHAFT | SS416 1
5” | FO7 [14mm| 9.60 | 5.00 | 2.4 |17.78 | 475 |6.00|0.75 | 3.54 | 4-0.35 | 2.17 |0.12| 8.50 | 4-0.87 | 26.9 | 523 | 602 | 235 | 1010
6 | LOCATINGPIN | CARBONSTEEL | 1
6” | FO7 [14mm| 10.16 | 547 | 2.20 | 18.81 | 4.75 |6.00| 0.75 | 3.54 | 4-0.35 | 2.17 |0.12| 9.50 | 4-0.87 | 28.7 | 677 | 996 | 360 | 1620
7 | BUSHING P.T.F.E. 1
8” | F10 [17mm| 12.01 | 6.89 | 2.34 | 24.73 | 8.35 [9.84|0.87 | 4.92 | 4-0.47 | 2.76 |0.14|11.75| 4-0.87 | 57.8 | 1205 | 1864 | 715 | 3205
8 | O-RING EPDM 1
10” | F10 |22mm| 1327 | 7.99 | 2.58 | 27.03 | 8.35 |9.84|1.12| 4.92 | 4-0.47 | 2.76 | 1.40|14.25| 4-1.00 | 70.9 | 1890 | 3140 | 1225 | 5305
9 | GEAR CAST IRON 1 12” | F10 |22mm| 15.04 | 953 | 3.03 | 30.34 | 9.06 |8.94|1.24 | 551 |4-0.47 | 2.76 | 1.40|17.00| 4-1.00 | 104.6 | 2808 | 4767 | 1900 | 8250
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BONOMI NORTH AMERICA

series G501N - G501S

NYLON 11 COATED DISC CF8M SS DISC

Gear operated Butterfly valves.

* Epoxy coated ductile iron lug body.
* Full port sizes 1" 1/2 to 12”.

+ Direct mount ISO 5211

+ EPDM resilient seat -30 to 250 F.

+ Low turn ratio.

+ API609 Face to face flange.

* Floating dual shaft disc design.

+ IP54 enclusure.

+ MSS SP 67 Compliant.

* No pins in disc prevent potential leak points.

o
= )
NTH DIAGONAL SQUARE HEAD
13 (2]
oC UPPER FLANGE |[DISC| LUG | WT. | SEATTORQUE | CV (GPM@ 1PS))
T | PARTNAME | MATERIAL || |SIZE| (JI/B| A | B | L | H | M| N o -
= z OK | Z-@d | @g | F |@D1] N°-TH | Lbs | 100psi | 200 psi | 50% OP | 100% OP
1 | BODY DUCTILE IRON 1| [171/2| Fo5 | 9mm | 7.24 | 297 | 1.61 | 13.12| 4.75 | 6.00 | 0.50 | 3.03 | 4-0.28 | 1.38 [0.12|4.74 | 4-5/8>-11 | 19.1 | 111 | 183 | 35 | 108
o | seAT EPDM (30F to 250F) | 1 2” | FO5 |9mm| 7.60 | 3.15 | 1.65 | 13.93| 4.75 | 6.00 | 0.50 | 3.03 |4-0.28 | 1.38 |0.12| 4.74 | 4-5/8™11 | 19.9 | 126 | 146 | 45 | 135
3 | LOWERSHAFT | s416 1| |271/2| Fos |omm | 8.15 | 350 | 176 | 14.83| 475 | 6.00 | 0.50 |3.03| 4-0.28 | 1.38 |0.12| 5.49 | 4-5/8™11| 20.8 | 134 | 167 | 65 | 220
DISC G501N IRON NYLON 11 3” | Fo5 |9mm | 838 | 3.74 | 1.78 | 15.31 | 475 | 6.00 | 0.50 |3.03 | 4-0.28 | 1.38 |0.12|6.00 | 4-5/8>-11 [ 21.9 | 205 | 223 | 70 | 800
4
DISC G501S STAINLESS STEEL
4” | FO7 [11mm| 9.13 | 449 | 205 | 16.8 | 4.75 | 6.00 | 0.62|3.54 |4-0.35 | 2.17 |0.12| 7.50 | 8-5/8™-11 | 31.3 | 339 | 386 | 140 | 605
5 | UPPER SHAFT | 55416 1
5” | FO7 [14mm| 9.60 | 500 | 2.14 |17.78 | 475 | 6.00 | 0.75|3.54 | 4-0.35 | 2.17 |0.12|8.50 | 8-3/4>-10 | 35.5 | 523 | 602 | 235 | 1010
6 | LOCATINGPIN | CARBONSTEEL | 1
6” | FO7 [14mm|10.16 | 5.47 | 2.20 | 18.81| 4.75 | 6.00 | 0.75 | 3.54 | 4-0.35 | 2.17 |0.12| 9.50 | 8-3/4>10 | 42.8 | 677 | 996 | 360 | 1620
7 | BUSHING P.TF.E. 1
8” | F10 [17mm|12.01 | 6.89 | 2.34 | 24.73 | 8.35 | 9.84 | 0.87|4.92|4-0.47 | 2.76 |0.14|11.75| 8-3/4>-10 | 68.6 | 1205 | 1864 | 715 | 3205
8 | O-RING EPDM 1
10” | F10 |22mm|18.27 | 7.99 | 2.58 | 27.03 | 8.35 | 9.84 | 1.12 | 4.92 | 4-0.47 | 2.76 | 1.40 |14.25| 12-7/8™-9 | 87.3 | 1890 | 3140 | 1225 | 5305
9 | GEAR CAST IRON 1 12” | F10 |22mm| 15.04 | 9.53 | 3.03 | 30.34 | 9.06 | 8.94 | 1.24 | 5.51 | 4-0.47 | 2.76 | 1.40 17.00| 12-7/8™-9 |121.3| 2808 | 4767 | 1900 | 8250
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BONOMI NORTH AMERICA

SERIES 77 0 NON-CAVITY FILLED

SERIES 771 caviry ruen
SANITARY BALL VALVE

Stainless steel ball valve, high performance 3 piece sanitary ball valves; full port sizes.
+ Blow-out proof stem.
+ 1SO 5211 direct mount pad.
+ Working pressure 1000 psi WOG ( 1/2” to 2”) 800 psi WOG (271/2 0 4”).
+ Temperature range -60° F to 450° F.

+ Anti-Static.

+ International polishing to Ra 15 tri-clamp style end connections.
« Ball valves comply with standards: ISO 5211, ANSI B 16.11, MSS SP-25, MSS SP-55.
+ Maintenance free live loaded double sealing stem.

C
r &
o 0
o
73
j
‘ Q
Zal
<< -.
"
{1 I O S B B ] P = e
i SIS ?%oi
i =
J — T | S—
1 | L
%) 1]
€ | PARTNAME | MATERIAL |& SIZE |@D | @l | @) | A | B | C |QE|QF| G | L | H | @d|@d2| psi|ISO5211| Lbs
=z

1 | BODY CF3M 1
2 | END CONNECTION | CF3M 2 1/2” | 0.37 | 0.50|0.99 | 1.65 | 0.25 | 5.47 | 1.41 | 1.65 | 0.35|3.50 | 3.03 | 0.23 | 0.23 | 1000 |FO3/F04| 1.67
3 | BALL $8316L 1
4 | SEATS P.T.F.E 2
5 | JOINT GASKET | P.TFE 2 3/4” | 0.62]0.74|0.99 | 1.88 | 027 |5.47 | 1.41 1.65|0.35|4.00 | 3.26 | 0.23 | 0.23 | 1000 |[FO3/F04| 1.91
6 | STEM SEAL RTFE 1
7 | STEM §S316L 1 .
& | GLAND PACKNG | PTFE 2 1 0.87 [1.00 | 1.98 | 2.22 | 0.44 | 6.49 | 1.65 | 1.96 | 0.43 | 450 | 3.77 | 0.23 | 0.27 | 1000 | F04/F05| 3.17
9 | GLAND PACKING P.T.F.E+GLASS 1
10 | GLAND BUSH 55304 1 .
11 T BELLEVILLE WASHER| 55301 2 171/2 137 | 15 [1.98 | 3.05 0.55|8.46|1.96 | 275|055 551 500 | 0.29 | 0.35|1000 | F05/F07| 7.24
12 | STOP WASHER $8304 1
13 | STEM NUT SS304 2 »
1o TSTEM WASHER T sss04 : 2 1.87 | 2.00 | 2.51|3.35 | 0.55 | 8.46 | 1.96 | 2.75| 0.55 | 6.25 | 5.27 | 0.29 | 0.35 | 1000 | FO5/F07 | 10.10
15 | HANDLE SS304 1
16 | LOCKING DEVICE _ | SS304 ! 271/2 | 237|250 |3.04|4.27|0.67 |11.81| 275 | 401 | 0.66 | 6.85 | 6.57 | 0.39 | 0.47 | 800 |FO5/F07| 21.80
17 | HANDLE SLEEVE VINYL 1
18 | BOLT $8304 4
19 | BOLTNUT $S304 4 3" 287 |3.00 357|463 0.71|14.562.75 | 4.01|0.66 |7.60 |6.92 | 0.39 | 0.47 | 800 |F05/F07| 29.00
20 | BOLT WASHER $8304 4
21 | STOP PIN 58304 1
22 | PINNUT 55304 i 47 |383|4.00 468|521 0671456 2.75|4.01|0.66 | 8.89 | 7.55 | 0.39 | 0.47 | 800 |F05/FO7 | 46.50
23 | WASHER $8304 1

wonoAl
amour
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EXTENSION STEM

B
gD
PART NO. size H D B MATERIALS Use with Series #
1/2” 2.16 | 0.79 M6
890022 70 (3/4")-71-72-76-776
3/4” 2.16 0.79 M6
1” 2.16 0.79 M6
890023 70-71-72-73-76-776
1"1/4 | 216 0.79 M6
171/2 | 1.97 | 157 | M6 70-71-72-73-75 2" - 21/2)
890024 CARBON STEEL ”
2" 1.97 1.57 M6 76 (1"1/2) - 776
21/2 | 177 | 157 | M8 70-71-72-73-76 (2" - 2'1/2)
890025 n_pn
3” 1.77 1.57 M8 776 - 75 (3"-4")
4” 1.57 1.57 M8 70-71-72-73
890026 n_pm_pm .
5 | 157 | 1.57 | M8 76 (37-47-5") - 75 (5”)

s Vv alLPRES
90

amaue



MOUNTING KIT FOR LIMIT SWITCHES BOX (aluminum housing) FOR MANUAL WAFER BALL VALVES SERIES 72

CODE
R14511 Kit for valve 1/2"-3/4”
Rl14514 Kit for valve 1"-1"1/4
RI4515 Kit for valve 171/2-2"
Rl14516 Kit for valve 2"1/2 - 3"
R14517 Kit for valve 4”
R14518 Kit for valve 6”

MOUNTING KIT FOR N° 1 ELECTROMECHANICAL OR PNEUMATIC LIMIT SWITCH FOR MANUAL VALVES SERIES 72

CODE
R14531 Kit for valve 17-1"1/4
R14532 Kit for valve 171/2-2”
R14533 Kit for valve 271/2-3”
R14534 Kit for valve 4”-5”

MOUNTING KIT FOR N° 1 PROXIMITY SWITCH (9 12 MM) FOR MANUAL VALVES SERIES 72

CODE
l R14545 Kit for valve 171/2-2”

R14543 Kit for valve 2"1/2-3”

R14544 Kit for valve 4” Series

VaLPRES




BONOMI NORTH AMERICA

SE RI E s D A 5 oo S Art. DA500S VALVE WITH DOUBLE ACTING ACTUATOR
S R 5 oo S ACT. | DAS52 | DA52 | DA52 | DA63 | DA75 | DA85 | DA 85 | DA 100 | DA 140 | DA 160
sizE | 112 | 2 | 212 | @ ¢ 5 6 g 107 120
A | 923 | 986 | 1041 | 11.09 | 1248 | 1340 | 1447 | 16.99 | 19.61 | 21.85
B | 1220 | 13.01 | 1391 | 14.83 | 1697 | 1840 | 19.94 | 23.88 | 27.60 | 31.38
C | 474 | 474 | 549 | 600 | 750 | 850 | 950 | 11.75 | 1425 | 17.00
D | 280 | 280 | 280 | 317 | 372 | 417 | 484 | 539 | 646 | 7.36
E | 161 | 165 | 17 | 178 | 205 | 214 | 219 | 238 | 258 | 3.03
F | 549 | 549 | 549 | 638 | 815 | 935 | 1069 | 1291 | 16.85 | 20.55
N 4 4 4 4 4 4 4 4 4 4
oD2 | 075 | 075 | 075 | 075 | 075 | 087 | 087 | 087 | 1.00 | 1.00
F D OD1 | 167 | 207 | 254 | 310 | 409 | 48 | 613 | 7.97 | 986 | 11.87
Wtlbs| 7.00 | 7.7 93 | 1.7 | 163 | 228 | 282 | 469 | 761 | 1147
-
79 =
p
[ 3 0@ D Art. SR500S VALVE WITH SPRING RETURN ACTUATOR
| 2
1 S < ACT. | SR75 | SR75 | SR75 | SR 85 | SR100 | SR 115 [SR 125 SR 160 | SR200 | *
s $ SiZE | 11/ 2 212 3 ¢ 5 6 8 107 127
] > BN A | 1032 [ 1095 | 1150 | 1219 | 13.44 | 1509 | 1701 | 18.82 | 22.09 -
] iy B | 1329 | 1410 | 1500 | 1593 | 17.93 | 20.09 | 2248 | 2571 | 30.08 | -
///I‘l}[l‘ C | 474 | 474 | 549 | 600 | 750 | 850 | 950 | 11.75 | 1425 | 17.00
'le D | 372 | 372 | 372 | 417 | 484 | 539 | 646 | 7.36 | 858 -
“, E | 161 | 165 | 176 | 178 | 205 | 214 | 219 | 238 | 258 -
N rranvcy F | 815 | 815 | 815 | 935 | 10.69 | 1291 | 16.85 | 2055 | 22.64 -
2 N° 4 4 4 4 4 4 4 4 4 4
E oD2 | 075 | 075 | 075 | 075 | 075 | 087 | 087 | 087 | 1.00 | 1.00
OD1 | 167 | 207 | 254 | 310 | 409 | 485 | 613 | 7.97 | 986 | 11.87
Wtlbs| 117 | 124 | 1400 | 177 | 252 | 393 | 625 | 941 | 153 -
* Consult factory
SERIES D A 5 OON Art. DA500N VALVE WITH DOUBLE ACTING ACTUATOR
ACT. | DA52 | DA52 | DA63 | DA75 | DA85 | DA85 | DA100 | DA140 | DA 160
S R 5 oo N siZE | 2 212" 3 & 5 6 g 107 12
A 986 | 1041 | 1109 | 1248 | 1340 | 14.47 | 1699 | 19.61 | 21.85
B | 1301 | 1391 | 1483 | 1697 | 1840 | 1994 | 2388 | 27.60 | 31.38
c 474 5.49 6.00 7.50 8.50 950 | 11.75 | 1425 | 17.00
D 2.80 2.80 3.17 372 4.17 4.84 5.39 6.46 7.36
E 1.65 1.7 1.78 2.05 214 219 238 258 3.03
F 5.49 5.49 6.38 8.15 935 | 1069 | 1291 | 1685 | 20.55
N 4 4 4 4 4 4 4 4 4
oD2 | 075 0.75 0.75 075 0.87 0.87 0.87 1.00 1.00
oD1 | 207 254 3.10 4.09 485 | 613 7.97 986 | 11.87
WtLlbs| 7.7 9.3 1.7 16.3 2238 ‘ 282 | 469 | 764 | 1147
F D
Art. SR500N VALVE WITH SPRING RETURN ACTUATOR
1T ACT. | SR75 | SR75 | SR85 | SR100 | SR115 | SR125 | SR160 | SR200 | *
B siZE | 2 212" 3 ¢ 5 6 g 107 120
: A | 1095 | 1150 | 1219 | 1344 | 1509 | 1701 | 18.82 | 2209 -
< B | 1410 | 1500 | 1593 | 17.93 | 2009 | 2248 | 2571 | 30.08 -
Q'L
m o <O c 474 5.49 6.00 7.50 8.50 950 | 1175 | 1425 | 17.00
L 2, (‘_\“5,..' D 372 3.72 417 484 5.39 6.46 7.36 8.58 -
== %i- E 1.65 1.76 1.78 2.05 2.14 2.19 2.38 258 -
///I‘WA\\ F 8.15 8.15 9.35 10.69 12.91 16.85 20.55 | 22.64 -
. N 4 4 4 4 4 4 4 4 4
\\Jll\v,% oD2 | 075 0.75 075 075 0.87 0.87 0.87 1.00 1.00
. ,'\g% oD1 | 207 254 3.10 4.09 485 | 613 7.97 986 | 11.87
O
B i Wtlbs| 124 | 1400 | 17.7 25.2 303 625 | 941 153 -
_E_ * Consult factory

[LITLT
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BONOMI NORTH AMERICA

SERIES DA5 o 1 S Art. DA501S VALVE WITH DOUBLE ACTING ACTUATOR

ACT. | DA52 | DA52 | DA63 | DA75 | DA85 | DA85 | DA 100 | DA 140 | DA 160

SR501S

A 9.86 10.41 11.09 12.48 1340 | 14.47 | 16.99 | 19.61 | 21.85
13.01 13.91 14.83 | 16.97 | 18.40 | 19.94 | 2388 | 27.60 | 31.38
4.74 5.49 6.00 7.50 8.50 9.50 11.75 | 1425 | 17.00
2.80 2.80 317 3.72 417 4.84 5.39 6.46 7.36
1.65 17 1.78 2.05 214 219 2.38 2.58 3.03
5.49 5.49 6.38 8.15 9.35 10.69 | 1291 16.85 | 20.55
N° 4 4 4 8 8 8 8 12 12
@D2 | 5/8-11 | 5/8-11 | 5/8-11 | 5/8-11 | 3/4-10 | 3/4-10 | 3/4-10 | 7/8-9 7/8-9
@D1 2.07 2.54 3.10 4.09 4.85 6.13 7.97 9.86 11.87

mmoo0|w

E Wt/Lbs| 10.6 115 13.7 25.3 314 42.3 57.9 93.0 1314
R Art. SR501S VALVE WITH SPRING RETURN ACTUATOR

°2 ACT. | SR75 | SR75 | SR85 | SR100 | SR115 |SR 125 | SR 160 | SR 200 *
o SIZE 2" 21/2" 3" 4 5" 6" 8" 10" 12"
[mm] A 10.95 11.50 12.19 13.44 15.09 1701 18.82 22.09 -
B 14.10 15.00 15.93 17.93 20.09 22.48 25.71 30.08 -

Cc 4.74 5.49 6.00 7.50 8.50 9.50 11.75 14.25 17.00
D 3.72 3.72 417 4.84 5.39 6.46 7.36 8.58 -
E 1.65 1.76 1.78 2.05 2.14 2.19 2.38 2.58 -
F 8.15 8.15 9.35 10.69 12.91 16.85 20.55 22.64 -
N° 4 4 4 8 8 8 8 12 12

@D2 | 5/8-11 | 5/8-11 | 5/8-11 | 5/8-11 | 3/4-10 | 3/4-10 | 3/4-10 7/8-9 7/8-9

QD1 2.07 2.54 3.10 4.09 4.85 6.13 7.97 9.86 11.87
E Wt/lLbs| 15.3 16.2 17.3 34.2 47.9 76.6 105.0 170 *

* Consult factory

SERIES D A 5 o -I N Art. DA501S VALVE WITH DOUBLE ACTING ACTUATOR

ACT. | DA52 | DA52 | DA52 | DA63 | DA75 | DA85 | DA85 | DA 100 | DA 140 | DA 160

SR 50 1 N SIZE 112" 2" 212 3 4" 5" 6" 8 10” 12

A 9.23 9.86 10.41 11.09 12.48 1340 | 14.47 | 16.99 | 19.61 | 21.85
1220 | 13.01 13.91 14.83 | 16.97 | 1840 | 19.94 | 23.88 | 27.60 | 31.38
4.74 4.74 5.49 6.00 7.50 8.50 9.50 11.75 | 1425 | 17.00
2.80 2.80 2.80 3.17 3.72 417 4.84 5.39 6.46 7.36
1.61 1.65 17 1.78 2.05 214 219 2.38 2.58 3.03
5.49 5.49 5.49 6.38 8.15 9.35 10.69 | 1291 16.85 | 20.55
N° 4 4 4 4 8 8 8 8 12 12
@D2 | 5/8-11 | 5/8-11 | 5/8-11 | 5/8-11 | 5/8-11 | 3/4-10 | 3/4-10 | 3/4-10 | 7/8-9 7/8-9
@D1 1.67 2.07 2.54 3.10 4.09 4.85 ‘ 6.13 7.97 9.86 11.87

Wt/Lbs| 9.3 10.6 1.5 13.7 253 31.4 ‘ 42.3 57.9 93.0 131.4

mmoo|w

Art. SR501S VALVE WITH SPRING RETURN ACTUATOR

ACT. | SR75 | SR75 | SR75 | SR75 | SR100 | SR115 [SR 125 |SR 160 | SR 200 *
SIZE 11/2 2" 212 3 4" 5" 6" 8 10” 12’
A 10.32 | 1095 | 1150 | 12.19 | 13.44 | 15.09 1701 18.82 | 22.09 -

1329 | 1410 | 15.00 | 15.93 | 17.93 | 20.09 | 2248 | 2571 | 30.08 -
4.74 4.74 5.49 6.00 7.50 8.50 9.50 11.75 | 1425 | 17.00
3.72 3.72 3.72 4.17 4.84 5.39 6.46 7.36 8.58 -
1.61 1.65 1.76 1.78 2.05 214 219 2.38 2.58 -
8.15 8.15 8.15 9.35 10.69 | 12.91 16.85 | 20.55 | 22.64 -
N° 4 4 4 4 8 8 8 8 12 12
@D2 | 5/8-11 | 5/8-11 | 5/8-11 | 5/8-11 | 5/8-11 | 3/4-10 | 3/4-10 | 3/4-10 | 7/8-9 7/8-9
@D1 1.67 2.07 2.54 3.10 4.09 4.85 6.13 7.97 9.86 11.87

Wt/Lbs| 14.0 15.3 16.2 173 34.2 479 76.6 105.0 170 *

Mmoo W

* Consult factory
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BONOMI NORTH AMERICA

series NMR3

3-way single solenoid namur.

+ Cv=1.68.

* Ports 1/2” NPT.

* Duty cycle 100% contunuous.

+ Power consumption 2.5 watts.

+ Pressure range 20 to 120 PSIG.

3-WAY CONDUIT

@' LR 51090
. MH 13513

NEMA 4 - 4X

+ Temperature range 35° - 130° F. (normal) - 0° - 130° F. (with dry media).

i é}{"}l’} ‘ MODEL VOLTAGE INRUSH
S ' ' NMRS-D1 110 VAC 62 mA
— NMR3-D2 | 24 VDC 105 mA
+— ® NMR3-D12 12 VDC 204 mA
i @ ; NMR3-D22 | 220 VAC 31 mA
I
p 4 ® NMR3-D24 24 VAC See*
* Consult factory
series NMR3 @ oo
3-WAY DIN @.,....
3-way single solenoid namur. NEMA 4 - 4X
+ Cv=1.68.
p * Ports 1/4” NPT.
J + Duty cycle 100% contunuous.
+ Power consumption 2.5 watts.
* Pressure range 20 to 120 PSIG.
+ Temperature range 35° - 130° F. (normal) 0° - 130° F. (with dry media).
A

108

NORTH AMERICA., INC.

- MODEL | VOLTAGE | INRUSH
q: 100 NMR3-D1 | 110 VAC 62 mA
B NMR3-D2 | 24 VDC 105 mA
=T e NMR3-D12 | 12 VDC 204 mA

i @ NMR3-D22 | 220 VAC 31 mA

— ¢ 1 @ NMR3-D24 | 24 VAC See*
+ Goneut factoy
BONOMmMI
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BONOMI NORTH AMERICA

SERIES NMR3 @ 202633x
3-WAY EXPLOSION PROOF <>

Approved for Hazardus Locations

3-way single solenoid namur. NEMA 4 - 4x,7.9
+ Cv=1.68. CL. Zonet, Ex mll T4; AEx mil
* Ports 1/4” NPT. CLI;Div.1;GR. AB,CD
CL.II; GR. EF,G-CL.
» Duty cycle 100% contunuous. en e !
+ Power consumption 2.5 watts. 100% Duty cycle

* Pressure range 20 to 120 PSIG.
+ Temperature range 35° - 130° F. (normal)
0° - 130° F. (with dry media).

— MODEL VOLTAGE INRUSH
oo

I NMR3-EX1 110 VAC 74 mA
m m NMR3-EX2 24 VDC 190 mA
A B NMR3-EX12 12 VDC 372 mA
A\
: i NMR3-EX22 24 VAC 36 mA

series NMR 1 @ oo

4-WAY CONDUIT
4-way single solenoid namur. NEMA 4 - 4X
+ Cv=1.68.
- * Ports 1/4” NPT.
Q + Duty cycle 100% contunuous.

+ Power consumption 2.5 watts.
* Pressure range 20 to 120 PSIG.
« Temperature range 35° - 130° F. (normal) 0° - 130° F. (with dry media).

@

[E— NS MODEL | VOLTAGE & INRUSH
L | S NMR1-C1 | 110 VAC 62 mA
1 = NMR1-C2 | 24 VDC 108 mA

=t NMR1-C12 | 12 VDC 204 mA

i el NMR1-C22 =~ 220VAC | 31mA
- 2N — NMR1-C24 | 24 VAC See*

* Consult factory

BONOMI

NORTH AMERICA. INC.
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BONOMI NORTH AMERICA

series NMR 1

4-WAY DIN

4-way single solenoid namur.

+ Cv=1.68.

’ — . + Ports 1/4” NPT.

J + Duty cycle 100% contunuous.

+ Power consumption 2.5 watts.

+ Pressure range 20 to 120 PSIG.

@' LR 51090
. MH 13513

NEMA 4 - 4X

+ Temperature range 35° - 130° F. (normal) - 0° - 130° F. (with dry media).

o MODEL | VOLTAGE | INRUSH
[a: 1©-© @_‘ i NMR1-D1 | 110 VAC 62 mA
_m%jﬂ ©) NMR1-D2 | 24 VDC 108 mA
= s NMR1-D12 | 12VDC 204 mA
i _@.:,@_ NMR1-D22 =~ 220VAC | 31mA
— 2 ® NMR1-D24 | 24 VAC See*

* Consult factory

series NMR 1

4-way single solenoid namur.

+ Cv=1.68.

: + Ports 1/4” NPT.

D + Duty cycle 100% contunuous.

+ Power consumption 2.5 watts.

* Pressure range 20 to 120 PSIG.

+ Temperature range 35° - 130° F. (normal)
A 0° - 130° F. (with dry media).

4-WAY EXPLOSION PROOF

@' 202633x
&>

Approved for Hazardus Locations

NEMA 4 - 4x,7,9

CL.I. Zone1, Ex mll T4; AEx mil
CL.I; Div.1;GR. A,B,C,D

CL.II; GR. E,F,G - CL.Il

T4 Ta=-20° ¢...+60°C

100% Duty cycle

NORTH AMERICA., INC.

1 MODEL VOLTAGE INRUSH
OO0
! ! ! NMR1-EXA1 110 VAC 74 mA
—m— m NMR1-EX2 24 VDC 190 mA
=4 NMR1-EX12 12 VDC 372 mA
. NMR1-EX22 | 220 VAC 36mA
BOINOMI
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BONOMI NORTH AMERICA

Series BV

NPT SIZE PART# LENGHT HEX
1/8” BV-1 7-16” 716"
1/4” BV-2 5/8” 9/16”
3/8” BV-3 3/4” 11/16”
1/2” BV-4 7/8” 718"

sEries SBM
NPT SIZE PART# LENGHT HEX
10/32” SBM-M 45/64” 5/16”
1/8” SBM-1 1-1/8” 7/16”
1/4” SBM-2 1-3/8” 9/16”
3/8” SBM-3 1-1/2” 11/16”
1/2” SBM-4 1-7/8” 718"

series SCM

NPT SIZE PART# LENGHT FLATS
1/8” SCM-1 1-5/16” 1/2”
1/4” SCM-2 1-9/16” 9/16”
3/8” SCM-3 1-5/8” 11/16”
1/2” SCM-4 2’ 718"

series LIMIT SWITCH IP65

PART# MOUNTING INFO
03900000149 1/2” NPT 32 mm bore
03900280014 1/2” NPT 52 - 270 mm bore

BONOMI

NORTH AMERICA. INC.
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BONOMI NORTH AMERICA

SE RI Es E 5 oos * % * Wt/Lbs 9.9 10.6 12.2 135 18.1 227 28.00 39.9 55.5 *

SiZE | 11/ 2 21/2” 3 4 5 6 8 10” 127
A 13.11 | 13.40 | 14.29 | 1453 | 16.33 | 16.80 | 18.04 | 19.38 | 20.69 *
16.08 | 16.89 | 17.79 | 18.27 | 20.82 | 21.80 | 23.51 | 26.27 | 26.68 *
474 | 474 | 549 | 6.00 | 7.50 8.50 9.50 | 11.75 | 1425 | 17.00
618 | 6.18 | 6.18 | 6.18 | 7.28 | 7.28 | 8.31 8.31 8.74 *
750 | 750 | 750 | 750 | 843 | 843 9.33 9.33 9.72 *
238 | 238 | 238 | 266 | 266 | 3.31 3.31 3.03 3.03 *
512 | 512 | 512 | 512 | 577 | 6.02 6.02 6.02 6.69 *
1.61 165 | 1.76 | 1.78 | 205 | 214 | 220 2.34 2.58 3.03
N° 4 4 4 4 4 4 4 4 4 4
oD2 075 | 075 | 075 | 0.75 | 0.75 | 0.87 | 0.87 0.87 1.00 1.00
D1 167 | 202 | 254 | 310 | 4.09 | 4.85 6.13 7.97 9.86 | 11.87
ACT. | VB030 | VB 030 | VB 030 | VB 030 | VB 060 | VB 110 | VB 110 | VB 190 | VB 350 *

I OmMmm o0 @

* Consult factory
D E
VOLTAGE SUFFIX
VOLTAGE SUFFIX VOLTAGE
001 12V AC/DC
< 002 24V AC/IDC
© STANDARD
003 100-240 VAC
,w_,, 004" 220VAC
// “lﬁ\\ 012 24V AC/IDC
l\' ’ FAIL-SAFE 013 100-240 VAC
\\r < / 021 12V AC/DC
/AN ‘
k ™ POSITIONER 022 24V AC/IDC
023 100-240 VAC
*VB015

SE RI Es E 5 oo N * % * Wt/Lbs 9.9 10.6 12.2 13.5 18.1 227 28.00 39.9 55.5 *

sizE | 11/2 2 21/2" 3 4 5 6 8’ 10” 12
A 13.11 | 13.40 | 14.29 | 14.53 | 16.33 | 16.80 | 18.04 | 19.38 | 20.69 *
16.08 | 16.89 | 17.79 | 18.27 | 20.82 | 21.80 | 23.51 | 26.27 | 26.68 *
474 | 474 | 549 | 6.00 | 7.50 8.50 950 | 11.75 | 14.25 | 17.00
6.18 | 6.18 | 6.18 | 6.18 | 7.28 | 7.28 | 8.31 8.31 8.74 *
750 | 750 | 750 | 750 | 8.43 | 8.43 9.33 9.33 9.72 *
238 | 238 | 238 | 266 | 2.66 | 3.31 3.31 3.03 3.03 *
512 | 512 | 512 | 512 | 577 | 6.02 6.02 6.02 6.69 *
1.61 165 | 1.76 178 | 205 | 214 | 220 2.34 2.58 3.03
N° 4 4 4 4 4 4 4 4 4 4
oD2 075 | 075 | 0.75 | 0.75 | 0.75 | 0.87 | 087 0.87 1.00 1.00
D1 167 | 202 | 254 | 3.10 | 4.09 | 4.85 6.13 7.97 9.86 | 11.87
ACT. | vB030 | VB030 | VB 030 | VB 030 | VB 060 | VB110 | VB 110 | VB 190 | VB 350 *

* Consult factory

I|® mMmmoO W

VOLTAGE SUFFIX
VOLTAGE SUFFIX VOLTAGE
001 12V AC/DC
002 24V AC/DC
STANDARD
003 100-240 VAC
004* 220VAC
012 24V AC/DC
FAIL-SAFE
013 100-240 VAC
021 12V AC/DC
POSITIONER 022 24V AC/DC
023 100-240 VAC
*VB015

BONOMI B

NORTH AMERICA., INC.
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BONOMI NORTH AMERICA

SERIES E 50] S . Wylbs | 122 | 135 | 144 | 155 | 274 | 313 | 421 | 5090 | 724 *
size | 112 | 2 | 212 | 3 4 5" 6" g 10 | 12
A 13.11 | 13.40 | 14.29 | 14.53 | 16.33 | 16.80 | 18.04 | 19.38 | 20.69 *
16.08 | 16.89 | 17.79 | 18.27 | 20.82 | 21.80 | 2351 | 2627 | 26.68 | *
474 | 474 | 549 | 6.00 | 750 | 850 | 950 | 11.75 | 14.25 | 17.00

B

C

D 6.18 | 6.18 | 6.18 | 6.18 | 728 | 7.28 | 8.31 8.31 8.74 *
E 750 | 750 | 750 | 7.50 | 8.43 | 8.43 9.33 9.33 9.72 *
F

G

H

238 | 238 | 238 | 266 | 266 | 3.31 3.31 3.03 3.03 *
512 | 512 | 512 | 512 | 577 | 6.02 6.02 6.02 6.69 *
1.61 165 | 1.76 | 1.78 | 205 | 214 | 220 2.34 2.58 3.03
N° 4 4 4 4 8 8 8 8 12 12
TH | 5/8-11 | 5/8-11 | 5/8-11 | 5/8-11 | 5/8-11 | 3/4-10 | 3/4-10 | 3/4-10 | 7/8-9 | 7/8-9
D1 167 | 202 | 254 | 310 | 4.09 | 4.85 6.13 7.97 9.86 | 11.87
ACT. | VB 030 | VB030 | VB 030 | VB 030 | VB 060 | VB 060 | VB 110 | VB 190 | VB 350 *

* Consult factory
| [ inein it
iy nmmnmmnm | VOLTAGE SUFFIX VOLTAGE
I “"“"'“‘"3"""“"""” | 001 12V AC/DC
@ b STANDARD 002 24V AC/DC
003 100-240 VAC
004* 220VAC
FAIL-SAFE 012 24\ AC/DC
013 100-240 VAC
021 12V AC/DC
POSITIONER 022 24V AC/DC
023 100-240 VAC
*VB015

SERIE S E 50 I N . Wilbs | 122 | 135 | 144 | 155 | 271 | 313 | 421 | 5090 | 724 *
1 | 2 |2 | 3 4 5" 6" g" 10 | 12
A 13.11 | 13.40 | 14.29 | 14.53 | 16.33 | 16.80 | 18.04 | 19.38 | 20.69 *
16.08 | 16.89 | 17.79 | 18.27 | 20.82 | 21.80 | 2351 | 26.27 | 2668 | *
474 | 474 | 549 | 6.00 | 7.50 | 850 | 950 | 11.75 | 14.25 | 17.00

B

C

D 6.18 | 6.18 | 6.18 | 6.18 | 7.28 | 7.28 | 8.31 8.31 8.74 *
E 750 | 750 | 750 | 750 | 843 | 843 | 933 9.33 9.72 *
F

G

H

238 | 238 | 238 | 266 | 2.66 | 3.31 3.31 3.03 3.03 *
512 | 512 | 512 | 512 | 577 | 6.02 6.02 6.02 6.69 *
1.61 165 | 1.76 | 1.78 | 2.05 | 2.14 2.20 2.34 2.58 3.03
N° 4 4 4 4 8 8 8 8 12 12
TH |5/8-11|5/8-11 | 5/8-11 | 5/8-11 | 5/8-11 | 3/4-10 | 3/4-10 | 3/4-10 | 7/8-9 | 7/8-9
D1 167 | 202 | 254 | 310 | 4.09 | 4.85 6.13 7.97 9.86 | 11.87
ACT. | vB 030 | VB030 | VB 030 | VB 030 | VB 060 | VB 060 | VB 110 | VB 190 | VB 350 *

* Consult factory

VOLTAGE SUFFIX
VOLTAGE SUFFIX VOLTAGE
001 12V AC/DC
002 24V AC/DC
STANDARD
003 100-240 VAC
004* 220VAC
012 24V AC/DC
FAIL-SAFE
013 100-240 VAC
021 12V AC/DC
POSITIONER 022 24V AC/DC
023 100-240 VAC
*VBO15

BONOMI

NORTH AMERICA. INC.
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